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SENCITY Omni stick antennas
Cellular and WLAN portfolio

Omni-directional stick antenna portfolio

The SENCITY® Omni-S and Omni-M stick antennas are designed for rough outdoor 
or indoor industrial environment, supporting the following mounting scenarios: 

•	Mast or wall mount with an assembled L-bracket and two hose clamps
•	Direct mount on N (jack) connector of radio access point or wireless module



HUBER+SUHNER is certified according to EN(AS) 9100, 
ISO 9001, ISO 14001, ISO/TS 16949 and IRIS.

Waiver
Fact and figures herein are for information only and do not represent any warranty of any kind.

HUBER+SUHNER AG  
Radio Frequency Division  
Degersheimerstrasse 14 
9100 Herisau/Switzerland  
Phone	+41 71 353 4111  
hubersuhner.com
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Product range 790 to 6000 MHz

SENCITY Omni-S and Omni-M stick antennas fit to industrial wireless communication, small cells, indoor or outdoor DAS systems, 
WiFi offloading/carrier-grade WiFi and WiFi hotspots. For small cell and DAS applications, the Cellular stick antennas meet low-
intermodulation performance of -145 dBc at 2 x 30 dBm or better.

Main Features
•	Linear vertical polarized antennas with omni-directional radiation pattern 
•	Robust fibre glass stick antenna design with N type connector
•	Vibration prove according to IEC 60721-3-4
•	Ingress protection IP 67 (IEC 60529)

Benefits
•	WLAN dual-band antennas covering all existing 2.4 and 5 GHz incl. 4.9 GHz WiFi bands  
•	Cellular antenna available for 2G/3G/4G LTE bands 
•	Extended temperature range -55°C (-40°C) up to 85°C
•	Low corrosion prove by salt spray test EN 60068-2-11 (96 hours)
•	Mast mount /wall mount bracket incl. hose clamps made of stainless steel  

Antennas WLAN/WiFi
Type Features Frequency 

MHz
Gain  
dBi

Length 
mm

Direct radio
mount

SOA-2456/360/1/0/V
1399.17.0224

WiFi dual-band  
IP 66, 67 and 69k
Small size

1710 to 6000 2 55

SOA-2455/360/6/0/V
1355.17.0002

WiFi dual-band
High gain

2300 to 2500
4800 to 6000

5 
6 

250

Mast / Wall
mount

SOA-2455/360/6/0/V
1355.17.0003

WiFi dual-band
High gain

2300 to 2500
4800 to 6000

5 
6 

240

SOA-2400/360/6/0/V
1324.17.0114

WiFi 2.4 GHz
High gain

2400 to 2500 6 250

Antennas Cellular/LTE
Type Features Frequency 

MHz
Gain
dBi

Length
mm

Direct radio
mount

SWA-1727/360/2/0/V
1399.17.0237

Cellular
Low PIM

1710 to 2690 2 136

Mast / Wall
mount

SWA-0827/360/2/0/V
1399.17.0231

Cellular 4G LTE
Low PIM

790 to 960 
1710 to 2690 

2 
3

261

SWA-1727/360/2/0/V
1399.17.0232

Cellular
Low PIM

1710 to 2690 2 120


